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The shallow “Bravo Box” is the world’s first and foremost
secondary containment system for dispensers. 

The B-2000, the original shallow Bravo Box, is factory
equipped with the patented Float-Trip Amplification Mechanism
that shuts down the impact valve of the product when approxi-
mately 5-ounces of fuel is captured in the float reservoir. All
remaining dispensers, as well as the other products in the leak-
ing dispenser continue in operation.

The B-2000’s design assures lasting integrity, safety
and low-cost retrofitting when a change in dispenser is
anticipated.

• UL listed system
• Rugged steel construction
• Factory pre-tested
• Fully equipped for contractor-friendly field installation
• Compatible with all fuels

SHALLOW STEEL DISPENSER CONTAINMENT SYSTEM

MODEL B-2000

Featuring the Patented Float-Trip Amplification Mechanism
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B-2000™ BRAVO BOX

PRODUCT FEATURES:
• Made to spec for any brand or model of dis-

penser.
• Low-cost conversion frame allows

economical retrofitting, without removing existing
Bravo Box or breaking concrete, when dispenser
is upgraded. (optional)

• Standard steel frame functions as an anchoring
platform and waterguard.

• UL listed powder epoxy coated steel.
• 12-gauge steel.
• Patented.

STANDARD EQUIPMENT:
• Patented float-trip shutoff amplification

mechanism.
• Product shear valve, single poppet
• Product shear valve bracket
• Product penetration fittings
• Powder epoxy coated paint
• 8.75” deep

OPTIONAL EQUIPMENT:
• BFH-3-30FRP-A or S Secondary flex   

boot with Ameron or A.O. Smith pipe

glued. (Third Party Tested) UL epoxy

coated stainless steel clamps

• B-1 vapor recovery shear valve
• BRKT-B1 vapor recovery valve bracket
• FEF-ES-factory electrical fitting 

with electrical seal
• FVF-NIP factory vapor fitting w/nipple
• DPA-double poppet shear 

valve adder
• FC-fiberglass coating
• Conversion frame
• Field installed vapor and electrical  penetration

fittings.

Arm connected to fusible link
of shear valve shuts down
valve automatically

Light float causes positive actuation of shear
valve after leak of approximately 5 oz. in
dispenser box

Optional fiberglass coating

Optional Bravo vapor recovery valve

Optional vapor recovery valve bracket

Optional factory vapor fitting

Optional double
poppet shear valve

Optional factory electrical fitting 
with electrical seal Optional Flex Boot with glued

FRP pipe & UL epoxy coated
stainless steel clamps.
Third Party Approved and Tested
with Clamp Isolation System”


